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Title Wire routing devices

07-25-18

File No.

ALL ELECTRONICS HARDWARE, INC.
2642 CORPORATE PARKWAY

ALGONQUIN, IL. 60102   1-800-778-7234

03-18seriesCAT A
.A

Date

Removed P/N 03-18-208. Removed "A" from P/N 03-18-108
corrected "2UP". Added notes

.07-25-18

Init
FL

NYLON 66
94V-2
E70062
NATURAL
D 4066, PA111
YES
-40 to185°F (-40 to 85°C)
MR-01

ADHESIVE
CARRIER
THICKNESS
COLOR
UL FILE NO.
RoHS COMPLIANCE
SERVICE TEMPERATURE
MR NUMBER

RUBBER
POLYETHYLENE
1/32
WHITE
MH15436
YES
0 to 150°F (-18 to 65 °C )
10

RUBBER
Pe. double silicon Kraft paper
.040 (1mm)
WHITE
NA
NA
50 to 95°F (10 to 35 °C )
59

ADHESIVE
CARRIER
THICKNESS
COLOR
UL FILE NO.
RoHS COMPLIANCE
SERVICE TEMPERATURE
MR NUMBER

NYLON 66
94V-2
E41938
NATURAL
D 4066, PA111
YES
-40 to185°F (-40 to 85°C)
12

MATERIAL
UL RATING
UL FILE NO.
COLOR
ASTM 
RoHS COMPLIANCE
TEMPERATURE RANGE (REF.)
MR NUMBER

ALL ABOVE PARTS ARE AVAILABLE IN NYLON  66, RATED UL94V-0 ON REQUEST.
TO ORDER ADD SUFFIX "X" TO PART NUMBER

03-18 Series

.25 (6.4) MAX

L

.11(2.8) W1

W P/N  03-18-308A  &  03-18-408A 
Supplied 2 UP.TAPE

ITEM NO.

03-18-108
03-18-308A
03-18-408A
03-18-808A

L
In          mm

.50        12.7

.67        17

.96        24.4 

.50        12.7   

W
In.        mm

.375       9.5

.375       9.5

.50       12.7

.50        12.7

W1
In.       mm

.33          8.3

.50        12.7

.79        20

.33          8.3

W2
In.       mm

.250     6.4

.32       8.1

.37       9.4

.25       6.4.

Material

MR-12
MR-01
MR-01
MR-12

Tape

MR-59
MR-10
MR-10
MR-59

Packaging

1000 / bag
500 / bag
500 / bag

1000 / bag

.25(6.4)Max

W2

.02(5) WL

W1.11(2.8)

L
In          mm

.50        12.7

.67        17

.96        24.4   

ITEM NO.

03-18-208
03-18-308
03-18-408

W
In.        mm

375       9.5
.375       9.5 
.50       12.7

Press fits in .156 (4) Ø Hole, 
Mtl. thickness .04 -.16 (1 - 4)

MATERIAL
UL RATING
UL FILE NO.
COLOR
ASTM
RoHS COMPLIANCE
TEMPERATURE RANGE (REF.)
MATERIAL NUMBER

UL-94V-0 Material available on request. (Min. order qty' apply)
Color black available on request. (Min. order qty' apply)
Parts available without adhesive by special order.

UL-94V-0 Material available on request. (Min. order qty' apply)
Color black available on request. (Min. order qty' apply)

W2

W1
In.        mm

.33         8.3

.50        12.7

.79        20

Material 

MR-01
MR-01
MR-01

Packaging

500 / bag
500 / bag
500 / bag

W2
In.       mm

.250     6.4

.32       8.1

.37       9.4


